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53 ZHONGXING SOLAR

Dimensions:1762mm*1134mm*30mm

Power:

435-460W

Module Type ZX435M-54NT ZX440M-54NT ZXA445M-54NT ZX450M-54NT ZX455M-54NT ZX460M-54NT
Test Environment STC STC STC STC STC STC
Maximum Power Pmax(W) 435 440 445 450 455 460
Maximum Power Voltage Vmp(V) 32.59 32.81 33.02 33.21 33.41 33.60
Maximum Power Current Imp(A) 1335 13.41 1348 1355 13.62 13.69
Open Circuit Voltage Voc(V) 39.16 39.38 39.59 39.78 39.98 4017
Short Circuit Current Isc(A) 14.24 14.32 14.41 14.50 14.59 14.68
Tolerance (W) 0-+5 0-+5 0-+5 0-+5 0-+5 0-+5
Module Efficiency (%) 21.80 22.00 22.30 22,50 22.80 23.00
STC:Irradiance 1000 W/m?Cell Temperature 25°C,Air Mass AM1.5 according to EN 60904-3.Average efficiency reduction of 4.5% at 200W/m? according to EN 60904-1
NOCT: Irradiance at 800 W/m?,Ambient Temperature 20°C,Wind Speed 1m/s.
DIMENSIONS OF PV MODULE
Cell Type Monocrystalline Silicon 16Busbar 16222 mm
No.of Cells 108pcs in series(6*18)
Module Dimensions 1762mm*1134mm*30mm £
Weight 21.5kg g
Front Glass 3.2mm AR Coating Tempered Glass -
Frame Anodized Aluminium Alloy

Junction Box

IP68, 3 Bypass Diodes

Output Cables

4mm? (IEC), 12AWG(UL)
300mm in Length or Customized Length

Connectors

TO1/LJQ-3-CSY/MC4/MC4-EVO2

Maximum System Voltage 1500V/DC

Operating Temperature -40° C+85° C

Maximum Series Fuse 30A

Safety Protection Class Class|l

Mechanical Load (Front side) 5400Pa

Mechanical Load (Back side) 2400Pa

Temperature Coefficient of Pmax | -0.35%/° C

Temperature Coefficient of Voc -0. 26%/° C

Temperature Coefficient of Isc +0.048%/° C

Nominal Module Operating

Temperature(NMOT) 43+£2° C

Pieces Per Pallet 36 36(USA)
Pieces Per Container (40'HQ) 936 936
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