


Dimensions:2382mm*1134mm*30mm

2382mm*1134mm*30mm

33.1kg

625-650W

Monocrystalline Silicon (16Busbar)
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Monocrystalline Silicon 16Busbar
132pcs in series(6*22)

3.2mm AR Coating Tempered GlassFront Glass

30A

1500V/DC

15-Years Product Warranty    30-Years Linear Power Warranty

Test Environment

Maximum Power

Maximum Power Voltage

Maximum Power Current

Open Circuit Voltage

Short Circuit Current

Tolerance

Module Efficiency

Pmax(W)

Vmp(V)  

Imp(A) 

Voc(V)

lsc(A)

(W)

(%)

625 

40.88 

15.29 

49.28 

16.26 

0-+5

23.14 

Module Type  
STC

ZX625M-66NT
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16.32 

0-+5

23.32

STC

ZX630M-66NT
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0-+5 

23.51 

STC

ZX635M-66NT
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0-+5 

23.69

STC

ZX640M-66NT
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0-+5 

23.88 

STC

ZX645M-66NT
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50.28 

16.57

0-+5 

24.06 

STC

ZX650M-66NT

Anodized Aluminium Alloy
IP68，3 Bypass Diodes

4mm2 (IEC)，12AWG(UL)
300mm in Length or Customized Length
TO1/LJQ-3-CSY/MC4/MC4-EVO2

Module Dimensions

Cell Type

No.of Cells

Weight

Frame

Output Cables

Connectors

Junction Box

Maximum System Voltage

Operating Temperature

Maximum Series Fuse

Safety Protection Class

Mechanical Load (Front side)

Mechanical Load (Back side)

Temperature Coefficient of Pmax

Temperature Coefficient of Voc

Temperature Coefficient of lsc

Nominal Module Operating
Temperature(NMOT)

Pieces Per Pallet

Pieces Per Container（40'HQ）

DIMENSIONS OF PV MODULE

CURVE DIAGRAM

P-V CURVE (635W)

Voltage(V)
I-V CURVE (635W)
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